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ovunque, anche all'interno della cabina 
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OSCAR III° e-lectro  

Electronic coin operated water meter mod. OSCAR III° e-lectro (it works with the customised token OSCAR 
II° plus)
Designed to easily and simply control and measure the consumption of cold and hot water, up to 90°C. It 
can be installed anywhere, even inside a shower-box, as it does not need any external nor ground 
power supply: it works with 4 internal batteries IEC LR6 (AA) by 1,5 V (alkaline type is preferred - batteries 
are not included), which guarantee over 25.000 cycles
An internal electronic counter, to be set directly by the purchaser, controls the meter: it is possible to set 
and alter the number of litres, according to the network requirements, up to a maximum of 999
OSCAR III° e-lectro measures the effective litres supplied, and not the time: this will ensure a clear and 
right economical transaction between the parties, as the administrator will always know  the exact amount of 
water supplied to the client, and the client, in turn, will always receive the exact amount of water he had paid 
for. The electronic counter collects the data provided by the EEC type-approved volumetric water meter 
installed inside, and, once the set amount of water has been supplied, it operates the internal electro-valve 
to stop the water flow. Furthermore, through the volumetric water meter it is possible to read the total 
volume of water of the electronic coin operated meter, keeping under control the total water consumption of 
each installation
The system does not require external electro-valves, to be connected to the  water output and to the 
measuring device, as it has one internally; this will save the installation costs for  electro-valves and 
their cables, as well as space occupied
The electro-coin operated water meter, as to size, functioning and token, is perfectly interchangeable with 
the previous mechanical model OSCAR II° plus
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 Electronic coin operated water meter; it can be installed 

anywhere, also in shower-box and beaches bathing huts

It does not require

 The purchaser can set by himself the litre dosage



 
OSCAR III° e-lectro  is an electronic coin operated water meter , 
equipped with an internal volumetric water meter, EEC type approved for 
hot and conld water; it works inserting a special customised token 
“ OSCAR II° plus”. 
 
Being powered by 4 internal batteries IEC LR6 (AA) by 1,5 V (sold 
separately and of alcaline type preferred), there is no need of external 
connection to power supply. 
The quantity of water distributed, with one token, is constant  for each 
cycle  and it can be easily pre-set  by the network administrator, who will 
select the number of litres from the display inside the apparatus. 
The measuring device does not require any maintenance; should the 
water flow lessen,  we suggest to clean the inlet washer. 
Once the batteries wears out, the electrovalve stays closed; should the 
meter do not deliver the water, even though the display is switched 
on,  please change the batteries   (see instructions below). 
 

HOW TO INSTALL THE  COIN OPERATED WATER METER   

 
 
 
 
 
 
 

�x�� Before installing, ensure that the network pipes are clear of  any impurity and ensure that the two pipes are in line; we 
suggest to use flexible hose, whenever possib ile, to avoid tractions or group compressions; 

�x�� Fit the couplings with gaskets and install an Y pattern impurit y collection filter with its outlet facing down (it must be plac ed 
at the meter inlet to allow its internal cleaning). It is a good practice to place a gate upstream of the impurity collector; 

�x�� Check that each component water flow indicator s are all lined up to the same flow direction; 

�x�� All the installation operations must be carried out with the water meter cover closed;  

�x�� Pay attention to where the meter will be installed, as it must be away from any water spurt or direct squirt that the 
end user might spray. 

HOW TO USE IT 

�x�� By inserting the “ OSCAR II° plus ” token into the customised crack, the measuring device is ready to deliver water. 
N.B. – The system delivers water according to the number of  litres preset by the administrator, and not according 
to a preset time, as in the past versions. 
Furthemore the volumetric water meter enables the administrator to read the total water consumption. 

 

�x�� How to set  the amount of water to be delivered (REF. 1) : 
1. Touch the key �~ PROG., the display will read “PRO”, followed 

by the number of litres previously set;  
2. Press the �V key to reduce the value or the �U key to increase it; 

when the operation is terminated,  the display will read “END” 
and the system will automatically memorise the chosen amount 
of litres.  

 

�x�� How to change batteries : 
1. Unscrew the 4 cross screws and the lid which covers the small  

box containing the batteries (REF. 2); remove the exhausted 
ones; 

2. Insert the 4 new batteries ensuring that the negative pole touches the springs (REF. 3); 
3. Replace the lid, ensuring that the gasket is in its place; 
4. Screw down the lid; 
5. Verify that the display reads the digit as to the set litres – The coin operated water meter is ready to work. 

   

New batteries  ensure more than 25.000 cycles . After 50-70 token  have been inserted, it is preferable to empty 
the inside box  that contains the tokens. When the meters is not used, please remember to remove the batteries . 
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HOW TO INSTALL AND USE THE COIN OPERATED WATER 

OSCAR III° e-lectro
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